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Standard wiring diagram for the connection of ONE motor to ONE switch. Please follow connection details closely as incorrect wiring voids motor warranty. To ensure plugs remain weather resistant check all grommets + seals
are fitted correctly and use circular cable or flex only. Motors are 230VAC±10% and draw between 70W or 0.30A. VERY IMPORTANT NOTE: Motors must not be wired in parallel under any circumstances.

Dwg. No. V90010

CONTROL SWITCH
HPM 770RSDM or Clipsal 30RSW2

(by electrical contractor)

POWER SUPPLY
(240VAC - 50Hz)

(by electrical contractor)

4 x 1.5mm
2
 (A, A, N, E)

FLEX or CIRCULAR CABLE
(by electrical contractor)

MOTOR POSITIONS VARY SO IT
IS IMPORTANT TO LEAVE PLENTY

OF EXCESS CABLE

4 x 1.5mm
2
 (A, A, N, E)

FLEX or CIRCULAR CABLE
(part of blind motor but only

about 200mm long)

MOTOR PLUG - Male
(part of blind motor)

BLIND MOTOR- Fitted
onto the blind rack arm

(forms part of blind)
MOTOR POSITION IS STANDARD AT THE
BOTTOM OF THE CENTRE RACK ARM.

Optional fitting of the motor at the top of the
rack arm is available where required.

MOTOR PLUG - Female
Supplied with blind motor

(connection to wiring
by electrical contractor
after blind is installed)
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BLIND MOTOR

CONTROL SWITCH
HPM 770RSDM or
Clipsal 30RSW2

POWER SUPPLY
(240VAC - 50Hz)

MOTOR PLUG
Supplied with
blind motor

RED or BROWN
Common Active

BLACK or BLUE
Neutral

GREEN-YELLOW
Earth

BLACK
Switched Active - UP

BROWN
Switched Active - DOWN

BLUE
Motor Neutral

EARTH - Green/Yellow

1. NEUTRAL - Blue

2. UP - Black

3. DOWN - Brown

Blind Motor Female Plug
(one plug supplied attached to each blind motor)


